NEW-TRONICS MODEL MO MAST 
INSTALLATION AND OPERATING INSTRUCTIONS 


1, The model MO-l1 mast is used for rear deck or fender installations, The 
model MO-2 mast is used for bumper installations, 


2, The hexagon adapter at the lower end of the mast has a 3/8-24 external 
thread, It will fit the majority of police antenna type bases and bumper 
mounts, 


3, Screw the mast into base and tighten securely, 


4, To lower the mast, twist and pull down the knurled sleeve, and lower the 
upper section to the horizontal position, 


5, When the upper section is in the horizontal position, it can be swung around 
to any angle for ease in changing from one coil assembly to another, This 
is made possible by incorporating a horizontal rotating swivel in the upper 
end of the lower section, 


6, To lock the mast in the vertical position, swing the upper section to 
vertical; then push up and twist the knurled sleeve all the way until it 
touches the angle bracket, 


7, Always lower the mast before driving the car into the garage or before 
parking ina public garage, ! . 


The upper end of the mast has an adapter with a 3/8-24 external thread for 
attaching the New-Tronics Resonators, 


For best results use the New-Tronics NTS-2, NTC-2 or NT<2 base for deck 
or rear fender installations and the BM-1 mount for bumper installations, 


NOTE: DO NOT HAVE THE GAR _IN-MOTION WITH THE MAST LOWERED 
UNLESS PHESTIP ISsSEC@RED, WHEN @HE MAST IS LOWERED, 
SECURE THE TIP OF THE RESONATOR TO THE CAR BY MEANS 
OF A GUTTER CLIP, USE THE NEW-TRONICS MODEL GC-l 
GCUPIERFGGIP, 


Keep the mast clean and polished; lubricate and operate the hinge section 
_ frequently to insure proper operation, 


Form 2895-1 Rev, 9-63 Printed In U, S, A, 


INQOW YadWond 
¢ -Wd TAGON. 


‘zadung uo 
uOTIB[[BISUL 104 
*uoTII0S 

I2aOT TIasu0yT 
Gita 3sBW 

¢-OW T4H00W 


“V°S*’R OF peiarag G°S68¢ W107 


G-IN 2° Z-DIN‘C"SIN THOON 


——— : - we Sed 
(eee — aes 
EE, 
cS A[quassy eseg % [leq 
x 
cy 


ee, 


SAAD TIS 


NOILISOd ‘IWINOZIYOH NI ISVW 


*Iapuay 
10 yYoIop azeear uo 
uoTJeTTBIsuT sOF 


*uoTzZIIS 
TIMOT 19 .10Y4Ss 


43T* LT-OW TWHOOW 


TUNING INSTRUCTIONS FOR HUSTLER STANDARD MOBILE RESONATORS 


IMPORTANT 


For proper performance, the resonators must be tuned for minimum standing wave ratio at 
the desired frequency. There is no alternative. A good standing wave ratio bridge or 
other reliable measure of forward and reflected power should be used to tune the resonators . 
The resonators are tuned by loosening the clutch nut on the short tube section above the 
coil and sliding the tip wire either up or down. After the desired center frequency is 
found, the clutch nut is again tightened. A wrench is supplied for the clutch nut. 


When adjusting the resonator to frequency, the tip rod should be moved in small increments 
of 1/8" or less until resonance is achieved. The tip rod must be lengthened to move down 
in frequency and shortened to move up in frequency. 


The resonators are designed to work at maximum efficiency when used with a Hustler 


Model MO-1 or MO-2 54" mast. 


POWER RATING 


400 watts PEP - Transceiver Input 


TIP ROD REFERENCE MARKER 


The resonator has a small chrome plated split sleeve ( marker ) on the tip rod. This little 
gadget is a very convenient reference mark to measure from when moving the tip rod up 
and down. It hugs the rod tightly and will not move on the rod unless forced with a 

good deal of pressure. This marker is positioned at the factory to indicate the approximate 
setting for the highest frequency in the band. If you desire to move the marker to a more 
convenient location, push it with a square edged piece of metal such as the wrench 
supplied in the package for the clutch nut or the edge of a coin. 


NOTE 


Do not be concerned if resonators appear to warm up. Efficiency will not be affected. 


NOTICE: HUSTLER ANTENNAS MAY BE PROTECTED BY ONE OR MORE 
NEW-TRONICS PATENTS: 3287732, 3513472, 3327311, 3419869, 
3599214, 3873985, 3582951, 1017857 (Canada). 


LIMITED HUSTLER WARRANTY 


New-Tronics Corporation offers a limited warranty on 
Hustler products against any defects in material or 
workmanship for a period of ninety (90) days from 
purchase. 


: This warranty applies only to the original purchaser 
RM series thereof, and applies only if used for the purpose in- 
tended. In the event of an apparent defect, return your 
. a product to the dealer from whom it was purchased for 
KLIN O, D515 NEW TRONICS CORP, inspection and adjustment through his distributor. This 
15800 COMMERCE PARK DRIVE warranty is null and void if malfunction of the unit has 
BROOK PARK OHIO 44142 been caused by negligence, mistreatment, faulty instal- 

lation or damage by a Carrier. 
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No other warranty is implied or expressed and the pur- 
chaser agrees to accept this warranty and guarantee. 
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